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Lead-Based Paint (LBP) Flowchart
for Single-Family and Multi-Family Housing Rehabilitation

START

Was the property constructed in
1978 or later?

YES

NO

A 4

Has the property had a lead-based
paint inspection by an EPA-certified
Inspector or Assessor, and found to
be free of lead-based paint?

YES

A 4

The project does not contain
lead-based paint. Proceed with
rehabilitation activities.

A

iNO

Conduct visual assessment. Notify
homeowner of any deteriorated
paint, provide LBP safety pamphlet.

A 4

Does the visual assessment
identify deteriorated paint?

YES

NO

A 4

Will rehabilitation activities disturb

more than:

= two square feet (2 sq. ft.) of paint
in any one interior room;

= 10% of the total surface area on
any interior component; or

= 20 sq. ft. on exterior painted
surfaces?

YES

CDBG funds may not provide
assistance to a home with a
lead-based paint hazard, unless
the hazard is controlled through
stabilization, interim controls, or
abatement.

NO

\ 4

The project will not disturb lead-
based paint. Proceed with
rehabilitation activities.

A 4

Choose either to:
= Presume LBP is present, or
= Conduct an LBP inspection

Presume

lead-based
paint is <
present. or

Conduct
inspection by
EPA-certified
Inspector or
Assessor.

\4

Is the unit
found free of
lead-based
paint?

YES

NU
A 4 A 4

The lead hazard requires
stabilization, interim controls, or
abatement, and must pass a
clearance test following work.
See Appendix | (pages 1-4) for
specific requirements.
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